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Metal Plate  
 
Weight: 2.4 kg (5.3 lbs.) 
Size: 30.5 x 46 x 3.6 cm (12 x 18 x 1.4 in)   
Operating Temperature: 149 ºC (300 ºF)  
Material: 6061 Aluminum  
 
Wire Spool  
 
Segmented Weight: 0.43 gm per cm (.02916 lbs. per in) 
Total Weight:  6.6 kg per 152 m (14.5 lbs. per 500 ft)   
Cable Size: 0.3175 cm: 7x19 (.125 in: 7 x 19) 
Operating temperature: 1371 ºC (2500 ºF) 
Material: 316 Stainless Steel  
Cable wraps 3 times around the drum and through a pilot hole then tightened by a set screw  
 
Center Reel Connection Bars  
 
Weight: 1.6 kg (3.5 lbs.) 
Size: Center Reel Connection Bar 4.4 x 4.4 x 0.6 cm (1¾ x 1¾ x ¼ in)  
Operating temperature: 427 ºC (800 ºF)  
Attaches to the 2 U channel by a motor mount nut  
Adjustable positioning 
 
End Bars 
 
Weight: 1.6 kg (3.5 lbs.)  
Size: 4.4 x 4.4 x 0.6 cm (1¾ x 1¾ x ¼ in)     
Operating temperature: 427 ºC (800 ºF)  
Attaches to the 2 U channel by a motor mount nut  
Adjustable positioning  
 
Winch 
 
Weight: 36.3 kg (80 lbs.) 
Size:  28 x 38 x 38 cm (11 x 15 x 15 in) 
Operating temperature: 538 ºC (1000 ºF)  
Attaches to the U channel by 1.6 cm (⅜ in) bolts  
Affixes to the frame 
 
Assembled System  
 
Weight: 54.4 kg (120 lbs.) 
Size: 3 m x 41 cm (10 ft x 16 in); includes the U channel  



 
Operating Temperature: 149 ºC (300 ºF); with modifications operating temperature can be 
increased 
Mount the winch, middle connectors, and end connectors using 1.6 cm (⅜ in) hardware  
Purchase the U channel separately from McMaster-Carr or a like-vendor because of shipping 
constraints  
 
Other 
 
Bag of bolts includes mounting bolts, washers, and nuts needed for assembly   
Spreader bar and hand crank included   
One-year warranty   
Modified socket included with purchase; use with at minimum a 20V DeWalt cordless drill; 
recommended to use a stronger drill/impact tool  
Compatible with all SHAPE models 
Sold separately from SHAPE Main Units 


